VEHICLE RESTRAINTS 4
SAFER, MORE CONSISTENT DOCK OPERATIONS NOVAL
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Why Trailer Control Matters

Vehicle restraints help facilities manage trailer movement during loading and unload-
ing, while communication lights, controls and optional integrations help make dock
status clear to operators and drivers. The result is a more consistent loading process
built around control, communication and repeatable operating practices.
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WHERE VEHICLE RESTRAINTS ADD VALUE
CONTROL COMMUNICATE STANDARDIZE

Help manage trailer movement and support a stable Light, audible and message-display status cues can
interface between the dock and trailer during loadingand ~ improve coordination between dock personnel and
unloading. drivers.

Controls and interlocks, where configured, can help
reinforce a repeatable loading and unloading sequence.

NOVA VEHICLE RESTRAINT LINEUP
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TRUCK LOCK™ LOCK & LOAD™ LOCK-UP™

Barrier Style Hook Style

Barrier-style ram bar with 7.5 in low Triple Range Hook for rectangular, For intermodal container chassis
profile. 30,000+ Ib pull-away and red/ pentagonal and non-standard RIGs. with vertical barrier and zinc-plated
green LED system. 32,000+ Ib pull-away. construction. 32,000+ Ib pull-away.

OMNILOCK™ EZ-LOCK™

Rid Wedge Manual Hook
Rotating hook design for RIG Wedge Manual hook-style restraint; no elec-
applications. 32,000+ Ib pull-away; trical installation required. 32,000+ Ib
9-31in engagement range. pull-away.

Explore the right restraint solution for your dock application.

Sources: U.S. Bureau of Labor Statistics, Warehousing and Storage (NAICS 493), 2024; National Safety Council Injury Facts, Forklifts (BLS data), 2023-24; OSHA 29 CFR 1910.178 and OSHA
Directive STD 01-11-007; current NOVA product pages/spec sheets, accessed Sept. 2026. Industry data are provided for context and do not establish performance of any specific product.




